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SUBMITTAL


	
	

	Date:
	     
	Contact Name: 
	     

	Customer Name:
	     
	Address:
	     

	Email:
	     
	
	     

	Phone: 
	     
	Fax:
	     
	
	

	
	
	
	
	
	

	Project Name: 
	     
	Location: 
	     

	Print Sent:
	 FORMCHECKBOX 
Yes   FORMCHECKBOX 
No
	Job No.:
	     

	 FORMCHECKBOX 
Project Specific Print
	 FORMCHECKBOX 
Ref. Standard System Name/No.: 
	     

	 FORMCHECKBOX 
Weatherseal
	 FORMCHECKBOX 
Structural Adhesive

	 FORMCHECKBOX 
Adhesion
	If Structural Adhesive is checked:  FORMCHECKBOX 
2-Sided or  FORMCHECKBOX 
 4-Sided; 

Max Windload:      (psf), Max Glass/Panel Size:       x       (ft./in./m./cm.)

	
	Sample Description*
	Bondaflex Product to be tested
	Solvent

Preference

	1.


	     
	PUR 25
 FORMCHECKBOX 

	STP 25
 FORMCHECKBOX 

	SIL 100
 FORMCHECKBOX 

	SIL 200
 FORMCHECKBOX 

	201 FC

 FORMCHECKBOX 

	SIL 290
 FORMCHECKBOX 

	SIL 295
 FORMCHECKBOX 

	OTHER
 FORMCHECKBOX 

	     

	2.


	     
	PUR 25
 FORMCHECKBOX 

	STP 25
 FORMCHECKBOX 

	SIL 100
 FORMCHECKBOX 

	SIL 200
 FORMCHECKBOX 

	201 FC

 FORMCHECKBOX 

	SIL 290
 FORMCHECKBOX 

	SIL 295
 FORMCHECKBOX 

	OTHER
 FORMCHECKBOX 

	     

	3.


	     
	PUR 25
 FORMCHECKBOX 

	STP 25
 FORMCHECKBOX 

	SIL 100

 FORMCHECKBOX 

	SIL 200
 FORMCHECKBOX 

	201 FC

 FORMCHECKBOX 

	SIL 290
 FORMCHECKBOX 

	SIL 295

 FORMCHECKBOX 

	OTHER
 FORMCHECKBOX 

	     

	4.


	     
	PUR 25
 FORMCHECKBOX 

	STP 25
 FORMCHECKBOX 

	SIL 100

 FORMCHECKBOX 

	SIL 200

 FORMCHECKBOX 

	201 FC

 FORMCHECKBOX 

	SIL 290
 FORMCHECKBOX 

	SIL 295

 FORMCHECKBOX 

	OTHER
 FORMCHECKBOX 

	     

	5.


	     
	PUR 25
 FORMCHECKBOX 

	STP 25
 FORMCHECKBOX 

	SIL 100

 FORMCHECKBOX 

	SIL 200
 FORMCHECKBOX 

	201 FC

 FORMCHECKBOX 

	SIL 290
 FORMCHECKBOX 

	SIL 295
 FORMCHECKBOX 

	OTHER
 FORMCHECKBOX 

	     

	6.


	     

	PUR 25
 FORMCHECKBOX 

	STP 25
 FORMCHECKBOX 

	SIL 100

 FORMCHECKBOX 

	SIL 200

 FORMCHECKBOX 

	201 FC

 FORMCHECKBOX 

	SIL 290
 FORMCHECKBOX 

	SIL 295

 FORMCHECKBOX 

	OTHER
 FORMCHECKBOX 

	     

	Special Requests: 

	*When describing samples be specific.  Include supplier, and for metal finishes type of finish (i.e. alodine, anodized, fluoropolymer paints, etc…).  Identify chemical compound and supplier when submitting samples of back up material such as spacers, tapes and gaskets (i.e. neoprene, silicone and EPDM).

	Send additional Copies to Address 1:
	Send additional Copies to Address 2:

	Name: 
	     
	Name: 
	     

	
	     
	
	     

	Address: 
	     
	Address: 
	     

	
	     
	
	     

	
	     
	
	     

	Email:
	     
	Email:
	     

	Phone:
	     
	Phone:
	     

	Fax:
	     
	Fax:
	     

	
	
	
	


	
	
	

	Forward all test samples to:
	May National Associates, Inc. 
	

	
	Attn: Bruce Lakatosh
	Phone: (973) 473-3330 x 305

	
	995 Towbin Ave
	Fax: (732) 886-5440

	
	Lakewood, NJ 08701
	Email: BruceL@maynational.com

	

	Testing Services Performed

· ASTM C794-01 – Standard Test Method for Adhesion-In-Peel of Elastomeric Joint Sealants  

Preferred sample size: 3”x 6; Quantity: 2 per sealant to be tested

Test Duration: 2 weeks* for weatherseal and 3 weeks* for structural adhesives

· ASTM C1087-00 – Standard Test Method for Determining Compatibility of Liquid-Applied Sealants with accessories used in structural glazing systems.   

Preferred sample size: 3”x 6”; Quantity: 1 per sealant to be tested

Test Duration: 22 days*

· ASTM C1248-04 – Standard Test Method for Staining of Porous Substrate by Joint Sealants  

Preferred sample size: 1”x 3”; Quantity: 4 per sealant to be tested

Test Duration: 5-6 weeks*, depending on sample size submitted 

· Specialized Product Performance Testing – Specific consultant test requirements

*Allow for an average of 5 additional working days for processing and reporting of written results. 
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